






POUR ÉVITER LE RISQUE DE CHOC ÉLECTRIQUE
NE PAS OUVRIR LE COUVERCLE

NE PAS UTILISER D’OUTILS MÉCANIQUES À L’INTÉRIEUR
CONTACTER UN CENTRE D’ASSISTANCE QUALIFIÉ
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INFORMATIONS DE SÉCURITÉ IMPORTANTES
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X-OVER MODE 
SELECTOR

FULL-RANGE
(PASSIVE)

BI-AMP

LINK

Recommended Amplifier:
Long Term Power: 
Short Term Power: 
Nominal Impedance:  

350W RMS
175W
700W
8 Ohm 
 

FULL-RANGE MODE

Recommended Amplifier:
Long Term Power: 
Short Term Power: 
Nominal Impedance:  

350/140W RMS
175/70W
700/280W
8/8 Ohm 
 

BI-AMP MODE

LF

HF
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LF

HF

FULL-RANGE MODE

BI-AMP MODE

MADE IN ITALY

 QA 108
P A S S I V E   L I N E   A R R A Y
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LINK

 QA 118S

Sound Reinforcement Subwoofer

4 Ohm
1400 W RMS

2800 W
700 W

36Hz - 400Hz
133 dB
138 dB

Nominal Impedance
Recommended Amplifier
Short Term Power ( IEC 268-5 )
Long Term Power 
Frequency Response ( @ -6dB )
Max SPL cont.
Max SPL peak

MADE IN ITALY





 QA 108A

 A C T I V E   L I N E   A R R A Y
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FLAT

PUNCH

DEEP

NORMAL OR
CARD. FRONT:

4

5

6

FLAT 1 FRONT

FLAT 2 FRONT

DEEP 1 FRONT

CARDIOID
REAR:

QA 118SA 







( Max. 2 sat. )
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